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What room should have its own dedicated air handling system apart from the computer room?

A. Electrical Room

B. Break Room

C. Printer Room

D. Storage Room

E. Telecommunications Room

Answer: C

What is the recommended amount of fuel supply needing to be available to a class F2 data center?

A. 12 hours
B. 18 hours
C. 24 hours
D. 30 hours
E. 36 hours

Answer: C

What is the minimum size conductor from the TMGB to the building main ground bus?

A. 80mm (150MCM) bare copper

B. 100mm (200MCM) bare copper
C. 130mm (250MCM) bare copper
D. 160mm (300MCM) bare copper
E. 200mm (400MCM) bare copper

Answer: C
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What is the minimum distance from the bottom of the access floor to the top of the cable tray?

A.linch

B. 2 inches
C. 3 inches
D. 4 inches
E. 5 inches

Answer: B

What is the distance from the bottom of the access floor to the bottom of the cable tray?

A. 6inches
B. 7 inches
C. 8 inches
D. 9inches
E. 10 inches

Answer: C

What is the highest allowable elevation for a data center site?

A. 2,500 ft
B. 5,000 ft
C. 7,500 ft
D. 10,000 ft
E. 12,500 ft

Answer: D

Where should telecom cabling be routed under an access floor?
A. In the cold aisle

B. Above the access floor
C. In the plenum space
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D. In the equipment room
E. In the office area

Answer: A

How do you calculate thermal load in a data center?

A. IT Thermal Output + Cooling System

B. IT Thermal Output + Lighting System

C. IT Thermal Output + PDU System

D. IT Thermal Output + Cooling System + Lighting System

E. IT Thermal Output + Cooling System + Lighting System + PDU System

Answer: E

How do you calculate the thermal load of the lighting system inside a data center?

A. Rated power *.01
B. IT load *.01
C. Rated power *.02
D. IT load *.02
E. Rated power *.05

Answer: C

How many air changes an hour inside an equipment room?

A.0.25
B.0.50
C.1.00
D.1.50
E. 2.00

Answer: A

Vigit us at: https://www.examsempir e.com/dcdc-004



Thank You for Trying Our Product

Special 16 USD Discount Coupon: NSZUBG3X

Email: support@examsempire.com

Check our Customer Testimonials and ratings
available on every product page.

Visit our website.

https://examsempire.com/




